
The right light at the right moment
OKTO impulse switches 
ELPA 7 staircase light timer switch



OKTO ES
Electronic impulse switch

Electronic OKTO impulse switches are equipped with zero-
cross switching for optimum LED switching. This protects 
the relay contact and extends the lamp’s service life. The 
OKTO impulse switches ES12-230 and ES12-UC can be 
used with illuminated buttons up to a load of 100 mA. 
After a power failure, the last switching status is automati-
cally restored.

- High LED switching capacity
- Extra quiet
- Potential-free multi-voltage input (OKTO ES12-UC)

Reliable:  
install and  
forget

Quality  
"Made in  
Germany"

Optimised 
for LEDs

LED-compatible and quiet



OKTO electromechanical impulse switches offer a bistable 
mechanism, which maintains the last switch position without 
consuming any power until the next pulse is received. This 
reduces dissipation loss and energy consumption to great 
effect. In the event of a power failure, the last switch position 
is held mechanically.

-	 Only two wires required for each button
-	 Bistable mechanism
-	 0 W standby consumption
-	 Electrically secure all-pin deactivation (OKTO S22-230)
-	 Integrated manual switch

OKTO S
Electromechanical impulse switch

Reliable:  
install and  
forget

0 W  
standby  
power

0 
Watt

Efficient and safe



ELPA 7
Staircase light timer switch

The ELPA 7 electronic staircase light timer switch is perfect for 
energy-efficient lighting control in stairwells as well as garages 
and patios, Zero-cross switching ensures optimum LED swit-
ching, protects the relay contacts and extends the service life of 
the lamp. ELPA 7 staircase light timer switches can be installed 
in existing or new systems thanks to the automatic 3- or 4-con-
ductor detection.
-	 High LED switching capacity to protect bulbs
-	 Extra quiet
-	 High neon lamp load
-	 Switch-off pre-warning with secondary switching
-	 Automatic 3 or 4 conductor detection
-	 Option to connect theMura S180-100 2W UP
-	 Manual switch for permanent light

Optimised 
for LEDs

Zero-cross 
switching

Caution  
step!

Quality  
"Made in  
Germany"

Efficient and flexible



Proven quality
Simple installation

OKTO – Simple. Practical. Efficient. 

.�Convenient lighting control for any number  

of buttons

.�Simple and low-cost electrical installation

.��Quick installation on DIN-rail

.��Electromechanical or electronic designs

.��Ideal for use in corridors

With its legendary, multi-million-selling 
ELPA staircase light timer switches, Theben 
has been setting the bar for functionality,  
reliability and durability for many decades. 
We have now transferred these uniquely 
Theben attributes to our new OKTO impulse 
switches. And all for an appealing price. !



Optimum lighting
for every requirement

ELPA 1 ELPA 3 ELPA 6 plus ELPA 7 ELPA 8 ELPA 9
Item no. 0010002 0030002 0060003 0070002 0080002 0090001
Type Electronic Electromechanical
Time setting 0.5–20 min 0.5–20 min 0.5–20 min 0.5–20 min 1–7 min 1–7 min
Control voltage from 8 V to 230 V from 8 V to 230 V 230 V AC 230 V AC 230 V AC 230 V AC
Supply voltage/Frequency 230 V/50–60 Hz 230 V/50–60 Hz 230 V/50–60 Hz 230 V/50–60 Hz 230 V/50 Hz 230 V/50 Hz
Max. switching current (cos φ = 1) 16 A 16 A 16 A 16 A 16 A 16 A
Max. incandescent lamp load 2600 W 2600 W 2600 W 2600 W 2300 W 2300 W
Max. fluorescent lamp load 2600 VA 2600 VA 2600 VA 2600 VA 2300 VA 2300 VA
Zero-cross switching ✓ ✓ ✓ ✓ - -
LED switching load (> 2 W) 600 W 600 W 600 W 600 W 300 W 300 W
Max. glow lamp current 100 mA 100 mA 100 mA 100 mA 50 mA 50 mA
3/4 conductor detection Automatic Automatic Automatic Automatic Selector switch Only 3 conductor
Multi-function ✓ – ✓ – – –
Switch-off pre-warning Selectable ✓ Selectable ✓ – –
Staircase light, with secondary 
switching

✓ ✓ ✓ ✓ – –

Impulse switch ✓ – ✓ – – –
Staircase light, can be deactivated ✓ – ✓ – – –
Selectable continuous light/ 
Automatic function

✓ ✓ ✓ ✓ ✓ ✓

Standby power 0.3 W 0.3 W 0.3 W 0.3 W 0.0 W 0.0 W

OKTO ES12-230 OKTO ES12-UC OKTO S12-230 OKTO S22-230
Item no. 3120130 3120131 3120120 3120122
Type Electronic Electromechanical
Number of contacts as NO contacts 1 1 1 2
Control voltage 230 V AC from 8 V to 230 V 230 V AC 230 V AC
Supply voltage/Frequency 230 V/50–60 Hz 230 V/50–60 Hz 230 V/50 Hz 230 V/50 Hz
Max. switching current (cos φ = 1) 16 A 16 A 16 A 16 A
Max. incandescent lamp load 2600 W 2600 W 1800 W 1800 W
Max. fluorescent lamp load 2600 VA 2600 VA 700 VA 700 VA
Zero-cross switching ✓ ✓ – –
LED switching load (> 2 W) 600 W 600 W 200 W 200 (400) W
Max. glow lamp current 100 mA 100 mA 3 mA 3 mA
Manual operation possible – – ✓ ✓
Potential-free/Safety extra-low voltage (SELV) – ✓ ✓ ✓
All-pin deactivation N and L – – – ✓
Standby power 0.3 W 0.3 W 0.0 W 0.0 W
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Max. incandescent lamp load 2600 W 2600 W 2600 W 2600 W 2300 W 2300 W
Max. fluorescent lamp load 2600 VA 2600 VA 2600 VA 2600 VA 2300 VA 2300 VA
Zero-cross switching ✓ ✓ ✓ ✓ - -
LED switching load (> 2 W) 600 W 600 W 600 W 600 W 300 W 300 W
Max. glow lamp current 100 mA 100 mA 100 mA 100 mA 50 mA 50 mA
3/4 conductor detection Automatic Automatic Automatic Automatic Selector switch Only 3 conductor
Multi-function ✓ – ✓ – – –
Switch-off pre-warning Selectable ✓ Selectable ✓ – –
Staircase light, with secondary 
switching

✓ ✓ ✓ ✓ – –

Impulse switch ✓ – ✓ – – –
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Selectable continuous light/ 
Automatic function

✓ ✓ ✓ ✓ ✓ ✓
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Max. switching current (cos φ = 1) 16 A 16 A 16 A 16 A
Max. incandescent lamp load 2600 W 2600 W 1800 W 1800 W
Max. fluorescent lamp load 2600 VA 2600 VA 700 VA 700 VA
Zero-cross switching ✓ ✓ – –
LED switching load (> 2 W) 600 W 600 W 200 W 200 (400) W
Max. glow lamp current 100 mA 100 mA 3 mA 3 mA
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OKTO impulse switch S

Type Designation Item no.

Electromechanical
OKTO S12-230 3120120

OKTO S22-230 3120122

OKTO impulse switch ES

Type Designation Item no.

Electronic
OKTO ES12-230 3120130

OKTO ES12-UC 3120131

ELPA staircase light timer switches

Type Designation Item no.

Electronic

ELPA 1 0010002

ELPA 3 0030002

ELPA 6 plus 0060003

ELPA 7 0070002

Electro- 
mechanical

ELPA 8 0080002

ELPA 9 0090001

All product information and data sheets available to  
download from www.theben.de
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